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Bullet Camera MODEL: ABMZIR404I1Y 

IR Bullet Camera 4 in 1 AHD/TVI/CVI/CVBS 

 

Feature: 

•  1/2.9" SONY 2.0 MP Low-illuminated  

• WDR; Full HD resolution 1920 x 1080P  

• 2.8-12mm Manual Zoom Lens HD Lens, With IR-CUT 

• Vandal proof IR Bullet Camera IP66 

• IR LEDS, IR Distance: 30-40M 

• DC12V±10%, <5W 

• Size: 262 x 74 x 73 mm Weight: 890g (approximately) 

Specification: 

 

Model ABMZIR404I1Y 

Camera 

Image Sensor 1/2.9" 2.0 Mega pixels  

Sony IMX323 CMOS 

Chipset IMX323 + NVP2441H 

Effective Pixels 1984(H)×1105 (V) 

Video Resolution 1080P@25/30fps 

Electronic Shutter 1/50s~1/60,000s 

Min. Illumination 0.01Lux@ (F1.2, AGC ON) 

0 Lux with IR 

Video System PAL/NTSC 

Video Output 1 channel, AHD/HDCVI / 

HDTVI/CVBS optional 

Day/Night Auto/Color/(B/W)/EXT 

(default: color) 

WDR Digital WDR 

Video Switch OSD keys 

Smart IR Control Support 

DNR 2D/3D DNR, multi-levels 

adjustable 

OSD Menu Support, coaxial cable control via 

DVR directly (UTC) 

Other Function AWB, AGC, BLC 

IR Led 

IR Led 15PCS 14μ Array IR Leds 

IR Distance 30-40 M 

Lens 

Focal length 2.8 -12 mm MP VF lens 

Zoom 4x optical zoom 

General 

Power Supply 12 VDC ± 10% 

Power 

Consumption 

< 5 W  

Operating Temp. -20℃-(+60) ℃, 10%-90%RH 
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